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Hard-Surfaced Floors 
For Farm Buildings 
By JoHN L. WIERSMA1 
Introduction 
One of the most profitable improve­
ments for a livestock farm is a hard-sur­
faced feeding floor. When hogs and cat­
tle are fed in a paved lot, the saving on 
feed ordinarily lost in the mud in one 
year alone will often pay for the floor. 
The convenience, added efficiency, im­
proved sanitary conditions and saving of 
manure should not be overlooked. 
Experimental work on hard-surfaced 
floors by the Agricultural Engineering 
Department at this station has devel­
oped some floors that are very practical 
for both indoor and outdoor use. The 
principal advantages of these are the low 
cost and the labor saved. 
Size of Floors. The size of the feeding 
floor depends upon individual circum­
stances. Under certain conditions a nar­
row strip next to the barn will be suffi­
cient and then again, under different cir­
cumstances, it would be profitable to 
pave an entire lot. On an average, cattle 
feeders figure on building from 30 to 40 
square feet per head of cattle, and hog 
feeders figure on building from 10 to 15  
square feet of  floor per hog. With few 
exceptions, indoor floors cover the entire 
indoor area. Walks and drive.ways 
should be at least two feet wider than the 
widest implement planned to use it. 
Preparation of Floor Site. The ground 
should be cleared of all tree roots, vege­
tation and manure, and graded to the 
proper slope or level. If fills are necessary 
lAgricultural Engineer. 
under the floor they should be placed in 
horizontal layers not more than six inch­
es thick and thoroughly tamped to avoid 
any future settlement. The fills should be 
brought to the correct level so that the 
hard-surfaced floor will be of uniform 
thickness throughout. 
A porous sub-base is necessary for both 
inside and outside floors where the soil is 
heavy and holds water. Also a sub-base is 
advisable if it is necessary to fill in the 
space below the floor with loose dirt. Six 
to eight inches of gravel, coarse sand, or 
cinders is sufficient, provided it is well 
compacted by wetting and tamping. 
Where the soil is porous and well­
drained the floor may be placed directly 
on the ground. Sometimes tarred felt is 
placed under an inside floor to help pre­
vent dampness. 
Preferably, all floors should be located 
where drainage is good, so that no water 
will remain in the sub-base. Small trench­
es, filled with coarse gravel or cinders, 
sloping to lower ground make an effec­
tive sub-base drainage; also the floor it­
self should be sloped so that no water 
will stand on it. This is done by pitching 
the floor from one-eighth to one-fourth 
inch per foot to some form of outlet. It is 
�lso desirable to have the floor located 
higher than the surrounding ground so 
that no drainage water from other areas 
will run over it or remain on it. 
4 South Dakota Experiment Station Bulletin 393 
Fig. 1. PREPARING THE BASE. (Left) Placing an 8-inch coarse gravel base under a feeding 
floor. The use of a loader greatly reduced labor. (Right) Sand was placed over coarse gravel to form 
a smooth bed for a block floor. The sand was wet down thoroughly to form a well-compacted base. 
Concrete Floor 
Ing redients. The ingredients used in 
making a concrete Boor are cement, sand, 
coarse gravel or crushed rock, and water. 
Cement should be a free-Bowing pow­
der when used. If it has lumps that can­
not be broken between finger and thumb 
it should not be used. It must be stored in 
a dry place and not stacked over eight 
bags high. 
The fine aggregate (sand) should be 
hard and well graded. That is, it should 
vary in size from fine to coarse. A strong­
er concrete will be obtained than when a 
uniform size grain is used. Aggregate 
that contains salt or alkali should not be 
used. It also should be free of organic 
matter, loam or any considerable amount 
of clay. If the hands are soiled when a 
small amount of sa.nd is rubbed in them 
it is doubtful if it should be used. 
Th<( coarse aggregate (gravel or 
crushed rock) should be hard and free of 
salt, alkali or organic matter. The maxi­
mum size particle is governed by the 
thickness of the floor. Ordinarily the 
largest particle should not be over one­
third of the thickness of the Boor. 
Correct Proportion�. In a concrete mix, 
cement and water form a paste which 
upon hardening acts as a binder, cement­
ing the particles of sand and pebbles to­
gether into a permanent mass. The use of 
too much mixing water thins or dilutes 
the paste, weakening its cementing qual­
ities. For example, with dry bank run 
gravel, the use of 5 gallons of water to 
one sack of cement, and such amounts of 
sand and pebbles as will make a work­
able mix, will produce concrete having 
nearly twice the strength of concrete 
using 7 Yz  gallons of water per sack. It 
must be remembered the strength of con­
crete varies with the amount of water 
added. 
If a dry bank run gravel is used, 5 gal­
lons of water per sack of cement will give 
the correct proportions. If a wet sand is 
used, 4 Yz gallons of water are needed. 
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In order to determine the correct pro­
portions to use, a trial batch is made 
first, the size depending upon the size of 
the mixer used. With a 5-cubic-foot 
mixer the following procedure should be 
followed: If the sand is dry, 2 Yz gallons 
.of water and Yz sack of cement ( 3 % gal­
lons) would be placed in the mixer. To 
this the aggregate is added, using some 
measuring method. Perhaps the best 
method of measuring would be with a 
sand shovel such as is used with the reg­
ular work. An accurate count should be 
made of the number of shovels of aggre­
gate added, until a mixture is obtained 
that is wet and plastic enough so that it 
can be placed in the forms readily and, 
with spading or tamping, will result in a 
dense concrete. 
After this amount has been deter-
mined, never change this ratio of water 
and cement. If the mixture is too thick or 
heavy, vary the amount of aggregate 
added. 
Placing and Finishing . A common 
error in placing concrete is to omit ex­
pansion joints, especially on indo r floors 
along foundation walls. A convenient 
method of installing the expa)ision joint 
is shown in Fig. 2. The same type joint 
can be placed between the curbing and 
the floor on outside floors. Another type 
of joint that is nearly as satisfactory is a 
one-inch board, treated with crankcase 
oil or creosote, placed the full depth of 
the floor next to the curb. Do not remove 
the board. An expansion joint should 
also be provided about every 10 feet in 
the floor itself. These can be placed in 
the construction joint very easily. 
Fig. 2. DETAILS OF EXPANSION JOINTS. 
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Making a 
Trial Batch 
Fig. 3. In making a trial batch, 2Y2 gallons of 
water and one-half sack (3% gallons) of ce­
ment, are placed in the mixer. If a small mixer is 
used the amounts can be made smaller, but use 
the same ratio. 
Fig. 4. An accurate count of the shovels of ag­
gregate added must be kept in order to deter­
mine how much should be added in following 
mixtures. The amount of sand added may be 
varied, but the ratio of water to cement is never 
changed. 
Fig. 5. A workable mixture that will make a 
good wearing floor. 
Hard Surf aced Floors for Farm Buildings 7 
Satisfactory forms can be made with 
2x4's for a 4-inch floor and 2x6's for a 
6-inch floor. The forms are set to make 
sections about 10 feet square and the 
floor can be poured in either alternate I 0-
foot square blocks or can be poured in a 
continuous strip 10 feet wide. The block 
style makes the placing of expansion 
joints very easy. 
The mixed concrete should be placed 
in the forms within 20 to 30 minutes 
after it is mixed. Tamp thoroughly to 
eliminate any air pockets, and then strike 
off with a straight edge, using form 
boards as guides. The surface should not 
be finished at once, but should be given 
some time to stiffen. Finishing the sur­
face at once will cause fine particles to 
come to the top and produce a film of 
mortar on the surface, which does not 
wear well. Too much troweling should 
be avoided as over-finishing tends to 
bring excess water to the surface, mak­
ing a soft top which will check and dust 
off. 
Floors will give the best service if 
troweled with a wood float. A steel trow­
el will give a smoother and a much more 
slippery surface. However, a floor in a 
granary or corn crib should be smooth to 
prevent excess wear on shovels. 
Curing . Moisture is necessary for the 
proper hardening of concrete. If this is 
kept in mind no difficulty will be en­
countered. On inside floors frequent 
sprinkling for 7 to I 0 days may be suffi­
cient. On outside floors that are exposed 
to the sun and wind, a covering of 2 or 3 
inches of moist straw or sand after the 
floor is firm will usually be necessary. 
This should be kept on for at least 7 days. 
Proper curing should not be neglected. 
Estimating Quantities of Mat".'rials. 
Using a water-cement ratio of 5 gallons 
of water per sack of cement for estimat­
ing would give a mixture of about I part 
cement to 2 Y4 parts of fine aggregate, to 
3 parts of coarse aggregate. If the fine 
and coarse aggregate are purchased sep­
arately, for every cubic yard of concrete 
to be poured, purchase 6 Y4 bags of ce­
ment, 0.52 cubic yards of fine aggregate 
and 0.70 cubic yards of coarse aggregate. 
If bank run or pit run aggregate is 
purchased, the amount of cement re­
quired per cubic yard of concrete de­
pends upon the fineness of the aggregate. 
On an average, if the aggregate is com­
paratively fine, eight sacks of cement 
must be purchased i=er cubic yard of con­
crete; if the bank run is comparatively 
coarse, six bags of cement must be pur­
chased per cubic yard of concrete. The 
number of yards of bank run gravel 
needed will be the same as the number of 
yards concrete to be poured, because the 
cement added to the aggregate will not 
add to the volume. 
An example. What quantities of ma­
terials are required for a concrete feeding 
floor, with outside measurements of 30' 
x 20' and floor thickness of four inches? 
If the floor is 30' x 20', the floor con­
tains 600 square feet. Four inches thick­
ness is equal to � foot, therefore, the 
volume is 600 x �, which is 200 cubic 
feet. There are 27 cubic feet in I cubic 
yard. To convert to cubic yards, divide 
200 by 27 which will give 7.4 cu. yds. 
If the fine and coarse aggregates are 
purchased separately, the following ma­
terials would be needed: 
Cement - 7.4 x 6Y4 sacks per cubic 
yard = 46.25 or 47 sacks. 
Fine aggregate - 7.4 x 0.52 = 3.85 or 
4 cubic yards. 
Coarse aggregate - 7.4 x 0.70 = 5.18 
or 6 cubic yards. 
If a comparatively fine bank run ag­
gregate is used, which would require 
eight bags of cement per cubic yard, the 
following material should be purchased : 
Roto-Tilled 
Concrete Floor 
Fig. 6. Placing cement on top of the leveled 
aggregate. Note the spacing. 
Fig. 7. Mixing the aggreg-ate and cement. Care 
must be taken along the edges to insure good 
mixing throughout. 
Fig. 8. The cement was mixed with the aggre­
gate to a depth of 4 to 5 inche5. With a little 
care, this depth may be reached accurately. 
Fig. 9. Mixing in a measured amount of water 
after the aggregate and cement have been mixed. 
Speed counts here. The mixed concrete should 
be leveled within 30 minutes after water is in 
contact with the cement. A strip of floor of a size 
that can be leveled within this time limit should 
be mixed at one time. 
J 
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7.4 x 8 sacks per cubic yard = 59.2 or 
60 sacks of cement and 7.4 cubic yards of 
bank run. 
If a comparatively coarse aggregate is 
used, which would require six bags of 
cement per cubic yard, the following ma­
terials should be purchased :  
7.4 x 6 sacks per cubic yard = 44  . 4  or 
45 sacks of cement and 7.4 cubic yards of 
bank run. 
Roto-Tilled Concrete Floors 
A rotary tiller was used to mix the in­
gredients for this concrete floor instead 
of the ordinary type concrete mixer. It 
was found that with the same crew of 
men this type floor could be put in, in 
less than one-half the time a convention­
al concrete floor could be. The site prep­
aration, finishing, and curing process are 
identical to that of a conventional floor. 
Only the placing and mixing differ. 
After the forms were constructed the 
aggregate was dumped directly into 
them from the gravel truck, and leveled 
with a template to the top of the forms. 
Care must be taken not to build too large 
a section of floor at one time, as not more 
than 30 minutes should elapse between 
the time mixing first begins until the 
floor is completed, not counting the fin­
ishing. If more time is taken the concrete 
will start to set and strength is lost. It is 
suggested that for a three-man crew the 
floor should be divided into sections of 
about 150 square feet each. The sections 
should be long and narrow. 
For instance, if a section 4 feet wide, 
30 feet long, and 4 inches thick is 
planned, and a comparatively fine, dry 
bank run aggregate used, the following 
procedure should be followed: 
The volume of concrete is 30' x 4' x YJ' 
(4 inches). This is equal to 40 cubic feet 
or about 1 Yz cubic yards. Referring to 
the section on estimating quantities of 
materials on page 7, it takes eight sacks 
of cement per cubic yard of concrete. 
Therefore: 
8 sacks x 1 Yz yards = 12 bags of 
cement. 
To obtain the proper distribution, the 
30-foot strip should be marked off in 1 2  
parts, each 2 Yz feet long, and one bag of 
cement placed on each section. The ag­
gregate and cement should then be thor­
oughly mixed with a tiller, taking ex­
treme care along the edges. To do a prop­
er job requires going over the floor from 
five to eight times. 
The amount of water must be calcu­
lated accurately because the strength of 
the concrete varies with the amount of 
water added. To obtain proper strength, 
5 gallons of water should be added per 
bag of cement. The section required 1 2  
bags of cement, therefore 60 gallons of 
water should be added, provided the ag­
gregate is dry. If it is wet, a lesser amount 
should be added. (See page 4.) 
. The best way to add water is during 
the mixing process. Enough water 
should be stored in containers so that not 
too much time is required to add it, be­
cause of the time limit of 30 minutes 
until the floor must be leveled. The ro­
tary tiller should pass over the floor from 
8 to 12 times. Again, take special precau­
tion along the edges. After mixing, the 
floor should be tamped with a rammer, 
or spaded and leveled off. The finishing 
and curing process is identical to that of 
a concrete floor. Expansion joints are 
placed at each construction joint, and 
dummy joints, such as is shown in Fig. 
2, are placed every ten feet the other way. 
Mortar-Top Floor 
Fig. 10. The base for a mortar-top floor is 
from 7 to 12 inches thick. 
Fig. 1 1 . This type template can be used next 
to walls and buildings. For ease in working the 
template the stakes on the form would be sawed 
off flush with the top. This has not been done 
here. 
Fig. 12. Note the gravel top over the oversize 
base. An expansion joint has been placed next to 
the building, one at the center of the section and 
one next to the form. A cross expansion joint is 
also placed every 4 feet. 
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Mortar-Top Floor 
There are times when a large supply 
of oversize gravel is available for an extra 
good base under a floor. If a floor is 
needed on which young pigs, calves, 
lambs and other light animals are to be 
placed, it can be built at a cost consider­
ably less than that of a conventional con­
crete floor. Floors of this type have been 
built for feeding floors for beef cattle. Al­
though they have stood up well, they are 
not recommended for the heavier 
animals. 
This floor is made by placing a one­
inch layer of mortar over a specially pre­
pared base. In preparing the base, put 7 
to 12 inches of oversize gravel on the pro­
posed floor site. Care must be taken to 
see that it is very well packed because 
any movement or "give" in the base after 
the top has been poured will result in a 
failure. It would be better if the oversize 
could be placed and left undisturbed for 
a period of time to insure firmness. If this 
cannot be done, a heavy tractor can be 
driven over the base a number of times. 
To insure a� even thickness in the 
layer of mortar, a thin layer of sand 
should be placed over the oversize, using 
a template as is shown in Fig. 11 .  This 
sand layer must also be packed thorough­
ly. The template should be constructed so 
that from 1 to 1 X inches remain be­
tween the sand layer and the top of the 
form for the mortar. 
The sand used in the mortar should be 
screened through a X or %-inch screen 
so that no particle is larger than one­
third the thickness of the top concrete 
layer. The procedure in determining the 
amount of sand that is to be added is 
identical to that of bank run gravel, as is 
explained on page 7, for a concrete floor. 
In estimating the quantities of sand and 
cement needed, it can be figured that it 
will take about 10 or 11 sacks of cement 
per cubic yard of top course, depending 
on the fineness of the sand. 
A water-cement ratio of four gallons of 
water to one sack of cement should be 
used in the top one-inch course. 
Because the concrete section is thin, 
special precaution should be taken in 
placing expansion joints. For an out­
door floor an expansion joint should be 
placed every four feet and for indoor use 
a joint every five feet. 
In curing this floor, use the same pro­
cess that is used in curing concrete floors. 
The cost of the cement for this floor is 
approximately one-third of what it 
would be for a conventional concrete 
floor. If care is taken in compacting the 
base and placing the expansion .joints, 
this floor will be satisfactory for lighter 
animals. If the oversize gravel must be 
purchased at the same price as concrete 
gravel a considerable amount, or even all, 
of the saving in this type floor will be 
lost. 
Soil-Cement Floor 
The idea of the soil-cement floor was 
suggested by similarly prepared hard­
surfaced roads that are being tested by 
the Federal government and by highway 
men of several states. After several years' 
trial the reports are quite favorable for 
light traffic highways built in this man-
ner. This floor has been tested in both 
poultry houses and beef barns. It has 
proved very satisfactory as a poultry 
house floor, but cannot withstand the 
weight placed on it by fattening steers. It 
also cannot withstand outdoor use. 
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The soil-cement floor is made by add­
ing 10 percent of Portland cement to the 
top layer of a good clay-gravel mixture of 
soil and packing it thoroughly in place. 
The floor is built in two layers. The bot­
tom layer is rammed with just the right 
moisture to make it pack well but con­
tains no cement. It is 1 % inches thick 
when packed. The top layer is made out 
of the same mixture of soil except that it 
should contain no coarse gravel. To this 
is added 10 percent of Portland cement 
( 1 shovel of cement to 9 shovels of soil­
mixture) and it is 1 Yz inches in thickness 
after being packed. This makes the total 
thickness of the floor 3 � inches. 
To have a good smooth floor it is nec­
essary to use forms and lay the loose ma­
terial down evenly before ramming. It is 
best to build it in strips between two-inch 
forms in the same way as for concrete 
floors. In building highway surfaces of 
soil-cement, the moist material is packed 
by heavy rollers. In building poultry 
house floors the heaviest hand rollers are 
unsatisfactory because they do not pack 
sufficiently, and it is necessary to pack 
them by means of floor rammers. 
Floor Rammers. Two sizes of floor 
rammers are preferable, but there is one 
size that can be used satisfactorily for the 
entire job if it is desired to avoid the pur­
chase of two. This should be a heavy 6 x 
6-inch rammer with a total weight of 20 
to 25 pounds. (See Fig. 13.) When two 
rammers are used, one should be 10 x 10 
inches square and weigh 15 to 20 
poµnds, while the other should have a 
small rammer head of 3 Yz to 4 inches 
square, weighing 12 to 17 pounds. This 
small rammer will pack just a little hard­
er than the large ones, but the large ones 
are better for going over the first time 
and for smoothing or finishing the top 
surface. 
The work does not go fast, but it can 
be done a portion at a time if necessary. 
Fig. 13. FLOOR RAMMERS. The small ram­
mer weighs 14 pounds, the center rammer 21, 
and the large rammer on the right, 16 pounds. 
Two men can build a section of floor 12 
x 20 feet in 10 hours if the material is on 
hand. For inexperienced workmen it 
would take just as long to build the same 
floor of concrete. As indicated above, 
these new type floors are developed for 
the person who has little money to invest 
and who is willing to do a little extra 
work in building a high quality hard­
surfaced floor for himself. 
The Soil Mixture For Soil-Cement 
The soil mixture used for soil-cement 
floors. is almost a gravel or sand. It 
should contain about 25 ·percent of silt 
and clay' and the rest should be sand and 
gravel. 
1 
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Fig. 14. SHOWING THE FOUR STAGES IN BUILDING THE FLOORS. Stage A shows the 
finished sub-base with the loose soil-mixture in the forms and ready to ram down for the base course. 
Stage B shows the finished base course after it is rammed in plaee. The template is shown in place 
for checking the remaining 1 Yz inches that should be left between the form strips. Stage C shows 
one edge of the form upon which side board� have been built to hold the loose top course material. 
A 2x4-inch, laid flat and nailed, is used for the side board. Stage D shows the top course after ram­
ming. The top course should ram down about even with the original form strips and the side board 
may be removed. 
A sandy subsoil might be satisfactory 
just as it is dug up in some localities, but 
generally additional sand will be needed 
to make the 75 percent sand. The color 
of the subsoil-black, yellow, or red­
makes no difference. Although it may 
not appear to contain clay, it is likely to 
contain a sufficient amount. The aver­
age clay subsoil ( 6 inches or more below 
the surface) contains from 35 to 40 per­
cent sand. When this is mixed with an 
equal amount of bank run gravel, the 
mixture will be just about right. This is 
for the average subsoil. 
For soil, generally, th� variation is 
great. It is safer not to use the top soil, as 
it may contain injurious organic matter. 
Coarse gravel is used only in the lower 
part, or base, of the floor and there is no 
advantage in using it at all except to save 
screening it out. For the top layer, the 
coarse gravel should be screened out 
(through a one-fourth inch screen) and 
only the sand should be used, but the 
ratio of sand and clay should be the same. 
A light sandy soil will be entirely satis­
factory for making this type of floor. 
Fine sand in the soil is even better than 
coarse sand and almost any light soil will 
contain enough clay and silt, although it 
may not show it. The majority of soils 
will need an addition of from one to five 
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shovels of sand for each 10 shovels of soil. 
Testing the Soil. The soil or subsoil 
that is to be used should be tested before 
mixing it with the gravel or sand, in 
order to find out the proportion of gravel 
that will be needed to get the 75-25 per­
cent mixture. In making a test of the soil 
it is important, of course, to get a uni­
form sample as it is going to be used. 
There are two ways of getting this test. 
One, is to make a home test of the sub­
soil, which is describe"d in a special cir­
cular entitled, "Directions for Making a 
Home Test of Soils for Sand," which 
may be obtained from the Agricultural 
Engineering Department, State Experi­
ment Station, South Dakota State Col­
lege. The other method is to send a sam­
ple of the soil in to the Department of 
Agricultural Engineering for analysis. 
When a laboratory analysis is made, di­
rections for the exact mixture of soil and 
gravel for the highest quality floor will 
be furnished. Before obtaining the sam­
ple of subsoil to be sent into the labora-
tory, it is advisable to get an instruction 
sheet, which is available from the de­
partment� containing directions for tak­
ing and sending the samples.2 
The Proper Moisture. The moisture in 
this soil-mixture should be the same as 
the optimum moisture for making 
rammed earth walls, in order that it will 
pack firm and hard. Following are three 
.easy tests that are used to identify proper 
moisture in the soil. These were the only 
tests used in experimental floor construc­
tion. Laboratory tests for moisture were 
purposely avoided. 
( 1) The soil-mixture should be moist 
enough to mold in the hand when 
squeezed, but not quite moist enough to 
make a mud ball. After a handful of soil 
has been squeezed and molded in the 
hand and then dropped from the height 
of the waist-line onto a hard floor, it 
should break apart. 
2The charge for making the laboratory soil analysis is 
$1.00 for builders in South Dakota, and $2.00 for build· 
ers outside the state. 
This may be end 
foundation. Stakes 
This &trip or floor 
is built first 7 
This strip is 
built secon� 
Form boar-ds Qre 
t"emoved and 1hi� 
stn·p built between 
.. .. 
2. x..::f Form Boat"ds 
Stakes 
Fig. 15.  METHOD OF SETTING FORM STRIPS FOR BUILDING EITHER OF THE 
FLOORS. The 2x4 inch strips are staked as shown above. In starting to build the floor, one or the 
other outside strip would not be used. The depth between the strips should be 3 lj4 inches, as shown 
in Fig. 14. 
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Fig. 16. PREPARING THE SUB-BASE AND CHECKING THE DEPTH. When the sub-base 
is settled with the rammer, the depth between the form strips should be 31/4 inches. The two men on 
the left are checking with a template board that is notched for that depth. 
(2) When it is rammed with a steel 
rammer head, it should stick a little to 
the rammer, but should not be wet 
enough to become too spongy to ram 
down solidly. 
Time wilI be saved and a harder floor 
secured also if the soil before use, is kept 
moist. When it is too dry, it is hard to 
get the moisture evenly distributed 
through it and the mixture will not pack 
as well. If the soil gets very dry it will 
pay to spread it out and sprinkle it good 
with water, mix it well and pile it up 
again. In two or three days the moisture 
will spread through it. In average weath­
er, the moisture in the soil will be just 
about right as it is dug up, when mixed 
with dry sand. Soil that is too wet can be 
spread out and turned for drying. 
How To Build Soil-Cement Floors 
It is necessary to have the sub-base rea­
sonably level and firm before starting to 
build the floor. As soon as the side forms 
are in place, the sub-base between should 
be given a final packing as the surface is 
leveled. The final leveling should be 
done with a template board similar to 
the one shown in Fig. 14, except that the 
depth of the notch should be 3 � inches 
instead of I Yz inches as shown. This 
makes two templates that should be used 
in building the floor. In leveling and 
ramming the sub-base between the 
forms, it should be kept in mind that the 
soil probably will ram down from Yz to 
% inches, thereby increasing the depth 
between the form boards which should 
measure finally very close to 3 � inches. 
Having the sub-base reasonably level 
makes certain that the top of the floor 
will be level. It is even important to 
spread the loose material in the forms 
with shovels in order to have the floor 
built up to a uniformly smooth surface. 
If material is dumped from a wheel bar­
row it should be shoveled over slightly 
to avoid a high point in the floor due to 
the material packing from the fall. Those 
who are experienced in dumping gravel 
will understand why this is important. 
Mixing and Placing. The proper sub­
soil and gravel mixture which has been 
referred to as "soil mixture" has already 
• 
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been discussed but the method of mixing 
it has not. Even light soils are likely to 
need some additional sand added to 
them and this is done best on a mixing 
board made for the purpose, or it may be 
done on a concrete or wood floor in an 
adjacent building if it is close enough. 
After mixing, it may be moved in place 
with a wheel barrow. In order to avoid 
building a mixing board, the first strip of 
Boor might be allowed to cure for a 
we�k and then used as a mixing surface 
for the rest of the floor. A smooth place 
on the ground can also be used for mix­
ing, although it is not quite so con­
venient. 
If a laboratory soil analysis has been 
made of the soil, the builder should 
know how many measures of sand to add 
to the subsoil for the soil-mixture in 
order to have the best floor. These mate­
rials can be measured as· they are shov­
eled onto the mixing board. If one part 
of sand was to be added to three parts of 
subsoil, count the shovelfuls as they are 
being shoveled onto the board. A cer­
tain amount of mixing can be done as 
they are shoveled on the board, but the 
material should be turned two or three 
times in addition until it is well mixed. 
If the soil is too dry, some moisture can 
be added (only by sprinkling) as this 
turning is done. The mixture for the 
bottom course · will now be ready to 
spread in the forms and rammed in 
place. A concrete mixer is not satisfactory 
for mixing. 
Pack ing the Layers. ·If two rammers 
are used, the large Bat-faced rammer 
should be used the first time over for the 
loose layer, and the small-faced rammer 
should then be used about twice. over. 
Small-faced rammers are slightly better 
to use for most of the work on both 
courses because they pack harder. Two 
times over with a fairly sharp ramming 
stroke will be sufficient. The rammers 
should not be more than four inches 
Fig. 17. BUILDING A SOIL-CEMENT FLOOR. The floor is built in strips the same as for con­
crete. The outside strips are built first. The forms are then removed and the strip between is built. 
The strips should be the same width so the templates will fit. A width of 5 to 6 feet is best. 
'I 
( 
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Fig. 18. STRIKING-OFF THE LOOSE SOIL-CEMENT MIXTURE BEFORE RAMMING IT 
FOR THE TOP COURSE. The back of the template board can be used for this purpose if it has a 
straight edge. Note the 2x4-inch laid flat for the side-boards. When this is rammed down the floor is 
finished. See Fig. 17. 
square, and should weigh approximately 
14 pounds.3 
The Lower Course. After going over it 
twice with the small rammer, the lower 
course will be rough on top which is 
probably best, but it should also be level 
within one-fourth inch throughout and 
almost exactly 1 Yz inches below the top 
of the form strips. The template (see Fig. 
16) is made for checking both depth and 
level. If the high spots cannot be brought 
down to proper level by ramming, it is 
possible to trim the high points with a 
sharp spade. This should be done before 
the loose material for the top course is 
laid down. 
When the surface of the lower course 
is made to check with the template, this 
course is finished. A 2 x 4-inch strip is 
now laid flat on top of the other form 
strips for side-boards so as to make the 
right depth of loose material for the top 
course. (See Fig. 14.) If this depth is 
ssee Agr. Exp. Sta. Bull. 277, pg. 10. 
right the floor will ram d9wn even and 
level with the bottom form strips. These 
flat strips can be quickly nailed down to 
the lower ones with lOd wire nails 
spaced about 36 inches apart. The form 
is now ready for the loose top layer. Be­
fore the placing of the top course, the 
surface of the lower course is sprinkled 
with water so the two will bond together. 
The Top Course. The top layer is 
made of the same soil that was used for 
the bottom layer but 10 percent of Port­
land cement (by measure) is added to it. 
(One measure of Portland cement is 
mixed with nine measures of the soil­
mixture.) The cement and soil-mixture 
should be mixed together thoroughly be­
fore any additional water is added. Hand 
mixing brought better results than the 
use of a concrete mixer for top course 
material. 
A 70-shovel batch of top mixture 
seems to be a convenient-sized batch to 
mix up at one time. This will be made up 
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Fig. 19. FINISHING THE SOIL-CEMENT FLOOR. The loose top course is first gone over 
once lightly with a large or medium rammer. It is then gone over sharply twice, with the small ram­
mer at the right and finished smooth with the large or medium rammer. The worker in the picture is 
using the medium-sized rammer. The stop board, which is mentioned in the instructions; is shown. 
A 2x4-inch piece laid flat does nicely. The stop board is used only when the work is stopped for an 
hour or more, which would allow the cement in the soil-mixture to set and spoil. 
of 63 shovelfuls of the soil mixture and 
7 shovelfuls of cement, making 1 shovel­
ful of cement to each 9 shovelfuls of soil. 
In mixing, reasonable care should be 
used to get the shovelfuls the same size. 
Coarse pebbles larger than one-fourth 
inch should be screened out. If a large 
pebble came in the surface of the floor it 
might loosen later, leaving a hole in the 
surface and hastening deterioration. 
After the cement is added and mixed 
in with the soil it will be necessary to add 
considerably more water to the mixture 
because the dry cement will absorb it. 
On the first batch it is advisable to try an 
additional measured amount and make it 
just a little wetter than the bottom layer 
seemed. If it rams down solid it is not too 
wet, and if it does not stick to the steel 
rammer head it is too dry. The same test 
methods used for the bottom-course mix­
ture should be used for this top course. 
It is important to have enough mois-
ture. If the top course is too dry, a poor 
floor will result. One man should check 
all batches for moisture until the crew 
becomes experienced with it. It must be 
remembered that only small batches of 
the top course can be mixed at one time 
because when the cement comes in con­
tact with moist soil it begins to set. Only 
batches that can be rammed in place 
withfn the hour, or possibly 1 Yz hours, 
should be mixed at one time. 
The surface of the bottom course 
should be sprinkled fairly heavily with 
water just before spreading the top 
course in the forms. However, water 
should not stand on the surface. A hose 
using a light spray is best, but a garden 
sprinkling can, or a can with very small 
holes punched in the bottom, is satisfac­
tory for the purpose. 
The mixture for the top course is 
spread evenly in the form and rammed 
to finish the floor. The loose material is 
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first struck off level with the top of the 
form strips by using a sawing motion of 
the straight-edge or template. Only about 
six feet of length in a floor strip should 
be tried for the first time because it 
should be rammed twice over with the 
small rammer and twice with the large 
one before the cement begins to set. A 
70-shovel batch is about right and will 
make a top strip of floor about 6 feet 
square. If the one 6 x 6-inch rammer is 
used, the layer should be gone over at 
least four times, lapping the strokes 
slightly. Another batch is .then mixed 
and place in the form and rammed 
down. 
The loose top-course material between 
the form strips cannot be rammed to the 
very edge of each batch, because the edge 
will flatten or "feather-out" unless a stop­
board is put in to hold it. While working 
right along, it is best to ram to about 
two feet from the edge and then mix an­
other batch, put it in forms and continue 
the ramming. The extra 15 minutes re­
quired to mix up the next batch will not 
hurt the edge of loose material that has 
waited this long for ramming. In quit­
ting work at noon or at night it would 
not be advisable to leave this edge un­
rammed for so long a time as the cement 
will set up and spoil. It will be necessary 
to put a "stop board" in the form and 
ram all of the loose material that has 
been mixed with cement (see Fig. 19). 
This stop board will need one stake in 
the center and nails or stakes at each end 
to hold it in place. When a stop board is 
used a joint will be made in the floor and 
when the work is continued some care 
must be used to get the surface smooth at 
this joint. 
Fig. 20. CURING A SOIL-CEMENT FLOOR BY SPRINKLING. The soil-cement floor should 
be cured the same as concrete. Keeping the surface damp for two or three days, at least, is necessary 
to secure a tough and resistant floor. A sprinkler can be made by punching small holes in an old pail 
or large can. Unlike concrete, this floor can be walked on immediately. 
Oil-Surf aced Floor 
Fig. 21. Striking off the loose soil mixture for 
the top course with straight-edge, ready for the 
oil. 
Fig. 22. Sprinkling the cut-back oil onto the 
loose soil mixture from an old can with perforat­
ed bottom. The worker must stand on a plank 
in doing this. 
Fig. 23. The oil has been sprinkled evenly 
over the surface at the rate of one gallon to 12 
square feet and is drying. It should be ready to 
ram in 18 to 24 hours. Note the marks of the 
plank made in the soft mixture before the oil 
was sprinkled. The plank was moved ahead of 
the sprinkling. 
Fig. 24. Ramming the first time over rather 
lightly with a medium or large rammer. Twice 
over with a small rammer should follow and 
then smoothing of the surface with one of the 
larger rammers. The floor is then finished except 
for the seal coat of oil from the same barrel. 
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The Oil-Surfaced Floor 
Oiled-gravel floors that are made like 
"black-top" hard surfaced roads have not 
been very popular for farm poultry 
houses because they are hard to build. In 
the first place the heavy oil that is used in 
them must be heated. This is not easy to 
do on the farm. In the second place the 
methods used for mixing, spreading and 
packing the highways cannot be used in 
building inside floors. The problem was 
to develop a new, simple method of 
building an oiled floor that would be 
practical for the farm. This was done by 
using a light or thin rapid-curing oil that 
did not require heating before use, by 
sprinkling the oil on the surface of the 
loose soil to get good penetration, and by 
tamping the material in place instead of 
packing and rolling it as is done in high­
way building. 
The oil-surface floor is built so nearly 
like the soil-cement floor that many of 
the instructions for building are the 
same. The soil mixture is exactly the 
same as for the soil-cement floor (about 
7? percent sand and 25 percent clay and 
silt). The same test of the subsoil and of 
moisture is used. Coarse gravel is left in 
the base course, but for the top course the 
material is all passed through a one­
�our
.
th inch screen. The filling and grad­
mg 1s done, and the forms used in exact-
1 y the same way. Also two layers of floor 
are used of the same dirp.ensions. 
The diffe re nce in mak ing the soi l- ce­
me nt and asp halt fl oors is that inste ad of 
mixing Portland ce me nt with the loose 
top- laye r  of fl oor, cut-b ack asp halt oil is 
use d. 
The diffe re nce in b uilding the oil- sur­
face d fl oor from that of oil- g rave l or 
"b lack- top" hig hways is that inste ad of 
mixing the oil with the loose soil be fore 
p lacing, the oil is sprink le d on the loose 
top- laye r  in place- which it pe ne trate s. It 
is allowe d to dry for at le ast 18 to, 24 
hours and is the n  p acke d with the hand 
ramme rs. 
How To Build the Oil-Surfaced 
Floor 
A cut-back asphalt oil is used for this 
purpose. This oil is substantially the 
same as type RC-2 road oil and is light 
enough to use as a seal coat for bitumi­
nous or "black top" road surfaces, al­
though RC-1 oil is still lighter and is gen­
erally called "seal coat" oil. RC-1 is more 
commonly known as "cut-back asphalt 
oil-cold mix."4 
It is a black oil but is thin or light, and 
flows freely in summer weather. In cool 
weather it may be advisable to leave the 
sprinkling of the oil until the warmest 
part of the day. The oil may be applied at 
once. If the work is outside and it is de­
sired to delay the sprinkling of the oil, 
then the surface should be covered with 
a tarpaulin or something similar to re­
tard the drying out and protect the sur­
face. 
Cut-back asphalt oil contains volatile 
oils that evaporate readily, like gasoline. 
This oil is used because it will dry on the 
surface in 18 to 24 hours, so that it can be 
rammed. This light oil also penetrates 
rapidly-which is an advantage. The 
reason for sprinkling the oil on this loose 
top course is to secure good penetration, 
and to do it by an easy method. 
After the surface is dry, the loose 
course is packed thoroughly with hand 
rammers. The same instructions on 
rammers used for soil-cement floors also 
apply to the oil-surfaced floor. If two 
sizes of rammers are used, the large-faced 
rammer. is used for the first time over. 
The small-faced rammer should be used 
4This oil was obtained from the local Service Station of 
one of the leading companies, and can be bought from 
the local stations. 
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for going over the floor two · or three 
times and the large-faced rammer is then 
used to smooth the surface. The oiled 
surface, upon drying, forms a tough rub­
ber-like cover over the loose material, 
and in ramming the first time over it is 
better to go over it fairly easy. In this way 
the cover will not be chopped up so 
much. A satisfactory floor can be built 
with a single 6 x 6-inch rammer (see 
Fig. 13) if the floor is gone over an extra 
time and rammed a trifle harder. 
feet of surface and is brushed out before 
placing the top course. 
F illing Oil. The top course is sprinkled 
with the oil at the rate of one gallon of oil 
to 12 square feet or 33 quarts per 100 
square feet of surface, allowed to pene­
trate, and left to dry undisturbed. It may 
be finished just as soon as it will not stick 
to the rammers. Different rates of apply­
ing the roller oil were used in the tests, 
varying from one gallon to 8 square feet 
to one gallon to 2 1  square feet. The heav­
The Oil and Rate of Applying iest application of one gallon to 8 square 
The same type of oil is used for all op- feet made the mix too soft to pack and is 
erations in building this floor. This not satisfactory. An application of 1 to 16 
makes it easy to build. Cut-back asphalt was used on the 3 Y4 -inch floor shown on 
-cold mix, is used for the primer coat page 20 and this floor is standing in per­
between the lower and .upper course of feet condition. However, a later floor 
the floor, for filling the top course and upon which an application of one gallon 
for the seal-coat on the surface. It will re- to 12 square feet was used, finished nice­
quire 48 to 50 gallons of oil to build a ly by allowing 18 to 24 hours for drying, 
floor for a 20 x 24 foot poultry house. and it appears that the additional oil 
One SO-gallon barrel will do it nicely. makes a slightly higher quality floor. It 
Pr iming Coat. The priming coat is would take about 10 additional gallons 
sprinkled on the surface of the lower or of oil for a 20 x 24 foot farm poultry 
base course at the rate of one quart to 16 house. 
square feet, or 6 quarts per 100 square Seal Coat. A seal coat is a thin coat of 
Fig. 25. BRUSHING OUT THE SEAL COAT ON THE FINISHED SURFACE. 
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Fig. 26. TOO MUCH OIL WAS USED IN THIS FLOOR. In this floor one gallon of oil was 
used for each 8 square feet of floor. This is definitely too much oil. The floor is spongy and will not 
ram down solidly. 
light, rapid-curing oil that is spread on 
the surface of bituminous or "black-top" 
highway surfaces. The same cutback as­
phalt oil is satisfactory. It should be sprin­
kled on the surface of these floors and 
brushed out with a scn1b brush equipped 
with a handle as shown in Fig. 25. One 
quart of oil to 20 square feet of surface or 
5 quarts to 100 square feet is used for the 
seal coat. It takes a little time for the seal 
to dry before the floor can be put into ser­
vice, the time depending upon the 
weather. If it is necessary to hurry it, a 
light sifting of fine sand may be used on 
the surface of the seal coat. 
This floor also has some outstanding 
features that may make it even more 
popular than the soil-cement floor. Al­
though it is not as resistant to heavy ser­
vice as the soil-cement, it has easily with­
stood any service required in the poultry 
house. It is quite water resistant and it is 
a better insulating material. It costs less 
than the asphalt or tar oil-gravel (black­
top road type) floors and is definitely 
easier and more practical to build on the 
farm. Not only is the same oil used 
throughout, in building this oil-surfaced 
floor, but the oil does not require heat­
ing. It is used as it comes from the barrel, 
and this is a definite advantage. 
Method of Protecting the Floor 
After the loose top course is sprinkled 
with the filler oil and while it is left to 
dry out before it is ready to be given the 
final packing, the floor must be protected 
carefully from livestock as well as from 
rain. During the 24-hour period a rub­
bery covering is forming over the sur­
face, which must not be broken. If an an­
imal should walk on the surface during 
this period the tracks will be extremely 
hard to repair and it is almost impossible 
to get a good surface where the tracks 
were made. Care must be used of course 
by the operator not to step on this sur­
face before ramming. If it has been al­
lowed to dry sufficiently he will be able 
to stand on it and follow the rammer as 
he gives it the first ramming. 
Block Floor 
Fig. 27. A good base must be placed under a 
building block floor. If mortar joints or a mortar 
top is placed on the floor, any settlement in the 
base will cause a crack in the floor. If there is 
good underdrainage in the original ground, no· 
rock base would be needed. A thin layer of sand 
to level the ground would be sufficient. 
Fig. 28. In applying a mortar top to a block 
floor the blocks must be wet down to prevent the 
block from absorbing the water in the cement. 
If the concrete dries too quickly a weak floor will 
result. Note the placing of expansion joints in 
the finished floor. 
Fig. 29. An alternate method of laying a block 
floor. In laying the block in this manner, there 
will be no long channels. This will help to re­
duce the rodent problem in a floor of this type. 
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Other Types of Floors 
Building Block Floors would be well to place a moist covering 
Considerable interest has been shown of straw or soil over the floor for at least 
in a floor made of 8" x 16" building 10 days. 
blocks laid on the side. There are numer- The cost of this floor will vary consid-
ous ways in which they could be laid. erably in localities, depending on the dis-
A three-hole block would be much bet- tance to the block plant and the plant's 
ter than a two-hole block. It would also supply of suitable aggregates. One hun­
be advantageous to buy end blocks. dred and twelve blocks will build 100 
This would eliminate the protruding end square feet of floor. The time saved in 
at one end of the block. construction will nearly offset the great-
Three different general types of floors er material cost of this floor. 
that were built proved sati�factory. On All the floors built have stood up well. 
all floors a rock and sand base was Outdoor floors were used as beef cattle 
placed underneath. Any settlement in the feeding floors. Indoor floors were placed 
base will cause an uneven cracked floor. under dairy cattle. 
If good underdrainage is present a sand A floor of this type is a warmer floor 
layer thick enough to just level the base than other types of concrete floor. The 
would be sufficient. alternate method of laying blocks as is 
The first floor was constructed by shown in Fig. 29 is a better method for 
placing the block side by side with no top insulating because the short air channels 
covering and the joints left unmortared. prevent the circulation of air. 
This floor must have good underdrain- Stepping Stone Floors 
age because the cracks allow water to A number of concrete block manufac-
seep into the base rather than shedding turers make 16-inch square blocks about 
water as most floors do. Fig. 27 shows 3 Yz inches thick that are used for semi­
the method of laying. permanent walks. With proper construc-
The second floor was laid like the first tion they make a durable but rough floor. 
except that a three-fourths inch layer of A well prepared sub-base identical to 
mortar was placed on top. Care must be that for building block floors is a prereq­
taken to get enough expansion joints in uisite. The base is leveled by means of a 
such a floor. The minimum distance be- template run over side boards as is 
tween joints is 4 feet. The concrete mix- shown in Fig. 18. A thin layer of sand 
ture should be identical to that used in a leveled upon the oversize gravel will in­
floor as explained on page 4. sure good contact between block and 
The third floor was laid with the joints base. The blocks are laid one-half inch 
mortared with a mortar similar to that 
used in regular concrete block building 
construction. Considerable difficulty is 
encountered in maintaining these joints. 
If labor is a factor, the three-fourths inch 
layer of mortar placed on top of the floor 
can be placed cheaper than mortaring the 
joints. 
Both the mortar-top and mortared­
joint floor must be cured carefully. It 
apart so that a mortar may be placed be­
tween the blocks. If too narrow a space 
is left considerable difficulty is experi­
enced in mortaring the joints. The ex­
pansion joints are placed between blocks 
so that there is a joint every six blocks in 
width. A treated fiber board three­
fourths inch thick and a depth equal to 
the block thickness makes a durable eas­
ily installed joint. 
Stepping Stone Floor 
Fig. 30. The base and sub-base must be well 
constructed to insure against the settling of the 
blocks. Any settlement will hinder in cleaning 
the floor and in time will cause failure. 
Fig. 3 1 .  Expansion joints are easily placed be­
tween the blocks before joints are mortared. 
Half-blocks must be used next to the expansion 
joint. 
Fig. 32. Joints are mortared after the blocks 
are laid in place. The mortar is worked in the 
joints with a trowel. 
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A floor of this type is quickly and eas­
ily installed. The construction time is 
considerably less than for a building 
block floor. In most localities a floor of 
this type is perhaps more expensive than 
it should be, because in many concrete 
block plants the equipment is not adapt­
ed to make this type block and too much 
hand labor is involved causing an expen­
sive block. 
If a farmer had a building in which it 
did not freeze, these blocks could easily 
be made during slack seasons. 
Vermiculite Floors 
A number of vermiculite insulated 
type floors have been installed in dairy 
barns and the results have been very sat­
isfactory. This type of insulated floor 
makes a lightweight warm dry floor that 
would be satisfactory for any indoor pur­
pose. 
For a hog house, poultry house, or 
dairy barn floor the following procedure 
is recommended : 
1. Fill area with 6 or 8 inches of gravel, 
cinders or crushed rock so that the floor 
will be protected from ground moisture. -
This fill should be tamped and well set­
tled. 
· 2. Lay heavy asphalt roofing paper 
over the fill to prevent moisture from 
coming up through the floor due to cap­
illary action. 
3. Place a 3-inch slab of vermiculite in­
sulating concrete, 6 : 1  mixture, level, and 
allow to stand overnight to set. 
4. Place a 2-inch slab of sand and ce­
ment concrete topping for a wearing sur­
face. Note that sand is recommended 
rather than gravel for the top layer of 
concrete. The water-cement ratio for this 
layer should be 4 gallons of water per 
sack of cement. Vermiculite concrete 
would not be strong and dense enough 
to withstand the concentrated weight 
from the hooves of any animal. There­
fore the �and-cement top course is neces­
sary. 
The mi�ing directions for the average 
type of vermiculite that can be purchased 
would be as follows for a 6 :  1 mix: 
1. The correct amount of water shall 
first be placed into the mixer. 
2. Then the correct amount of cement 
shall be added and thoroughly mixed 
with the water. 
3. The vermiculite concrete aggregate 
shall be added and mixed long enough to 
effect even distribution of cement and 
water throughout the aggregate and pro­
duce a free flowing mixture. This usual­
ly requires from 3 to 5 minutes of mix­
ing time. 
To obtain a 6 : 1  mixture the following 
ratio should be used: 
6 cubic feet of vermiculite aggregate 
1 bag cement 
19 gallons of water (this is approxi­
mate) 
lf smaller batches are desired, cut all 
of these proportionately. For example, if 
the mixer can hold only half this amount 
use 3 cubic feet of aggregate, Yz bag of 
cement, and 9 Yz gallons of water. Or if 
the mix must be cut down still more, use 
1 Yz cubic feet of aggregate, X bag of ce­
ment and 4 Yz gallons of water. 
Vermiculite concrete requires the 
same rules of handling, ·placing, and care 
as ordinary concrete. Usually the manu­
facturer supplies information with his 
product as to how to use his particular 
type vermiculite. 
Sawdust Cement Floors 
A sawdust cement floor was difficult 
to make because it was necessary to have 
the moisture exactly right when mixing. 
This was difficult to do even with labo­
ratory equipment because of variations 
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in the sawdust. Even though the test 
floors were made exactly to specifica­
tions, and with laboratory equipment to 
determine moisture content, the floors 
failed within two years in every case. 
Cinder Concrete Floors 
Cinder concrete makes an excellent 
floor for nearly any purpose. This floor 
is lighter in weight and slightly warmer 
than the conventional concrete floor and 
nearly as durable. The cinders should not 
contain too much of the fine ash and the 
coarse particles must be hard. Unburned 
coal and soft pieces should not be used in 
cinder-concrete. The cinders should be 
fine enough so that about one-half of 
· them would pass through a one-fourth 
inch mesh screen. The cement is then 
mixed with the cinders in the same way 
as for sand and gravel. The site prepara­
ration, forms, mixing, placing, and cur­
ing procedure is identical to that of a 
conventional concrete floor. 
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